
•
•
•
•
•

•

•

•

•

 
GATEWAY

MNT 485
APPLICATION
MNT 485 acquires various types of data (temperature, humidity, etc) from the field and sends them to the Cloud/WEBGarage
It periodically sends date & time to the connected devices
It can connect to an NTP service to syncrhonise its date & time
It provides a set of web pages for diagnstics & visualisation of the plant main data
MNT 485 needs an M2M SIM CARD with an IP address on a public APN and enabled to the GSM & data communications. 

Features
Hardware

1 Container with 1 module applicable to DIN rail 
1 RS485 serial port 
1 LED for connection signal 
2 LED for signal level display 
1 Slot for inserting the SIM card 
  
Mechanical

Operating temperature range                  0 – 45 (°C) 
Storage temperature range                     -25 - +60 (°C) 
Dimensions                                             17.5 x 90 x 62 (mm) 
Weight                                                     55 (g) 
Electrical

Power supply                                           12V DC 
Power                                                       5 W 
Front protection rating                             IP 20 
Rear protection rating                              IP 20 
  
Radio & communication

Dual-Band UMTS (WCDMA/FDD) EHS5-E:      900 and 2100 MHz 
Dual-Band GSM EHS5-E:                                  900 and 1800 MHz 
HSDPA Cat.8/HSUPA Cat.6 data rates DL:        max. 7.2 Mbps, UL: max. 5.76 Mbps 
EDGE Class 12 data rates DL:                           max. 237 kbps, UL: max. 237 kbps 
GPRS Class 12 data rates DL:                           max. 85.6 kbps, UL: max. 85.6 kbps 
 
CSD data transmission up to 9.6 kbps, V.110, non-transparent 
Transmission speed on serial port: depending on the connected device  
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Accessories
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ALM 1210 DIN rail 12V-10W power supply unit –
ALM 1225 DIN rail 12V-25W power supply unit –
APA 500 5 metre long SMA antenna extension –
ANT 500D Directional antenna –
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